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BKDF 6 36 M 5 8 24 M 5 036900
BKDF 7 36 M 5 8 24 M 5 036900
BKDF 12 36 M 8 8 24 M 5 036902
BKDF 18 36 M 8 8 24 M 5 036902
BKDF 19 48 M 12 12 34 M 6 048900
BKDF 27 48 M 12 12 34 M 6 048900
BKDF 32 58 M 16 15 44 M 6 058900
BKDF 43 58 M 16 15 44 M 6 058900
BKDF 44 58 M 16 15 44 M 6 058900
BKDF 54 58 M 16 15 44 M 6 058900
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Wa

BKDF 6 70 37 7,24 5,2 11 20 9 M 8 43,8 52,6 50 8 007009
BKDF 7 70 37 7,8 5,8 14 20 9 M 8 56 69,1 50 8 007010
BKDF 12 70 37 12,0 9,5 20 20 9 M 8 70 84,2 50 8 012009
BKDF 18 70 37 18,2 9,5 26 20 9 M 8 69 81,5 50 8 018015
BKDF 19 90 50 18,2 14,5 30 30 14 M 8 99 113,0 70 8 018016
BKDF 27 90 50 27,2 14,5 39 30 14 M 8 99 113,0 70 8 027008
BKDF 32 120 60 32,8 18,5 49 30 19 M 10 126 148,5 95 10 032013
BKDF 43 140 60 43,8 18,5 60 30 19 M 12 126 148,5 115 12 043015
BKDF 44 140 60 43,8 18,5 66 30 19 M 12 156 178,5 115 12 043016
BKDF 54 140 60 54,8 18,5 77 30 19 M 12 156 178,5 115 12 054011

Zg DIN EN ISO 4762
(2 x 180°)

Assembly group for hand clamping (optional)

for 
size

Art.-No.
3128-

Components

for customer assembled Taper Collet Flange Mandrels

Seating body with 
anti-rotation protection Wa DIN 974 -1

Series 1 (4 x 90°)

for 
size

Art.-No.
3169-
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